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Wide Application Fields:

Gas Chromatog raph GC-5400 gas chromatograph plays a critical ramlistiny,gmaldiginenadnadl fofodhe

industries, and also applicable to quarantintéo re,ng ureolnty enuperro/tiescon, oil, petroch

industry, forensic analysis, agriculture amchcommodity inspecti

I nte I | | g e E]ntj Integrated GC-5400

The intelligent Gas Chromatograph GC-5400rpmesehtad.biy Sknpraryatast
advanced modern manufacturing technologies owatimyresrsapdheapdrdevelopment.

It is manufactured under a quality system confaamdmagd®. ihhermatitofahstional,

easy-to-use and remotely controllable gas chroupetrdgrampér fporowachee for all
applications.

Precision Instruments

Skyray Elaborat
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Rdvanced Microcomputer Control System

W) With adoption of advanced control technology, g&eaiuice ccooonmipaltey seem is high
precise (less thhn,x@0litble and anti-interfering. The system hsddntitedtiendo 5

zones with maximum temperaltureettmbded®@itimate temperature and overheat pr

mechanism ensure a safe operation of the instrument.

W) Control and operating parameters can be set on tkekloypiad|ianar feaacey {toelisdin
detector operating parameters). It has functioweroe b ffepf dtimgtiosjsl,Opmethod fi
saving and invoking, 2 controls of external evehésptd maitug estcaorntsodp tome
programming, detector selection, setting andridysphalycafrramng.eTlipeolseet value, a

value, retention and analysis time of each heatedezdlone can be fully display



©GC400

The large column oven allows f

device (lowering temperatute H@m
to realize quasi room temperature
ramps with 6 plateaus.

for stable gas regulation. Both valves

and intuitive flow rate adjustment.

ce Large Column Oven

of capillary column and double packed columns. It is equipped
with automated back door mechanism, a rapid heating/cooling

High precise pneumatics with dual S

The carrier gas pneumatics is designed
valve plus constant flow valve for dual stability. Constant pressure
valve plus needle valve are used in the air an

which delivers high precision, outstandihi@bridptgatability, good re

Technical

W Skyray Instrument

specifications

Temperature Control

Temperature range

7°C ~ 400°C above room temperature

,increment 1°

or simultaneous accommodat

uctivity cell,

BS0inutes),

Column oven, detector, thermal cond
onTemperature control objects :
Injector, accessories
Temperature ramps 5-stage
Temperature ramp rate 0. 1°C ~ 40°C/min, increment 0. 1°C

control. It supports 5 oven

Constant Temperature Reé

2telOtroB 3Bnmin, increment 1 min

Sensitivity

M<1X10""g/s (C,)

Hydrogen Flame lonization Detector (FID)

with constant pressurg

Best testing results

M<8X10%g/s (C,)

d Hydrogen pneumatic

are in form of digital knobs,

S Noise <5X10™"A
Drift <6x10™°A/h
Linear dynamic range =>10°

HTgRSEnsItive and high stable derectors

-

Up to three kinds of detectors, Flame lonization Detector (FID), Thermo

Detector (ECD), are provided for GC-5400. Different combinations of detectors, in series or parallel

different application requirements.

The novel FID has lower |limit of detection, with ejector nozzlevand i

disassembled or cleaned. The fixed and accurate installation structu

\
ensures every instrument has consistent performance. ]

twofold electronic amplification circuit optional, resultingfi

up to 5000mV-mL/mg. Its unique air insulation structure bii
stability of performance.

Sensitivity and current selections of pulse modulation ECD
are computerized.

Thermal

Conductivity Detector (TCD)

Sensitivity

>2500mV * mL/mg (C,,)

Conductivity Detector (TCD)

Noise <200V
and Electron Capture
Drift <30uV/h
NnNneration can meet
bperation,can meet
Best testing results =5000mV *mL/mg (Electronic amplification)

Linear dynamic ran

>10*

ge

collector easily
f the ejector

Electron Capture Detector (ECD)

Detection limit <2X10g/s (r-666)
Linear dynamic range =10’
Maximum operating temperature 350C
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inje

Allowing for on-column injection,

this type of i
to many chromatographic columns. By adding
injection can be analyzed. With connector atta
can be used together with the 0.53 wide bore ¢

for analysis.

chegn P

ch of thlem is under independen
columns
Their"assembly and disassembly is

Flexible

nj aBIM P P (1B RG ¢ Ehiectors can be
S Gti*wai)r}s\sréjlrpl%nt65rgultaneously The

OptImIZ?d for different ana

aplllary

Injector System
Various Analysis Require

W Skyray Instrument

Common Models and Configurat

The mainframes of GC5400 series have the featpudserbedowrofuylflivweidceacperatu

installed on
ir combinations

ysis requirements.

control zones, five-stage temperature ramps, ,téewomexherh dilpardavied optional

heated zone. installation, automated back door mechanism.

done at ease.

illary columns

-
-

Special-purpose capillary column injector witht dagtkupressgeeaval sl

Special-purpose capillary column split/épindepgsnich¢actoarrwéer gas and makeup gas pneumatics
inheet,cdapnliagysooeémmind svallit/splitless injectiln

septum purge and split back pressure valve,
controlled by timing program.

[PowWerful Data Processing System at Your Option

-

The in-built data acquisition board enables the/work station software
compensatien and, e s

to perform base flow monitoring,
chromatographic data processing.

single column

Composed of absolutely independent dual-chan
acquisition box and intelligent software, the w
of acquiring either floating signals or grounded
and processing chromatographic data accurate

Rs232 communication board and software, linki
provides two-way communication with and inve
the mainframe, that is, the temperature setting
parameters setting and monitoring, and data pr
setting can be done on the computer.

nel eeréS%I fjeat

ork station

y. Wrenches,

ng WGP WS W Pa g Provided
siohe bYPc ot folf SPFS are suppos
, th@aretéleeogas source only. T

ocesshiio Madadtebssories are f

0, |s capaI
15|8H Iéefnset)étnetrlna pneumatic

\

for Carefree Setu

set of access
ble

syringe and vario

Unique chromatographic simulation software provides simulated
searching of optimum operating conditions for chromatograph,

simulated teaching and training, knowled

chromatograph, etc.

Com P | e {s®are parts
All Iserds of 4@ ge

AHOALS)

Main configurations

O Capillary column injector(containing septunssurreggalsvel)it back
+makeup gas setting+SE54 @0.25x15m capillary column |+ FID

GC5400-2 Double packed column injector + TCD

GC5400-3 Double packed column injector + double FID

e Double packed column injector + capillary cohgnmsrephjgector (co
- purge, split back pressure valve) +double FID

LG Double packed column injector + independent capillary column inj
- gas control, septum purge, split back pressure valve) + make-up ¢

P Note: The above configurations are basic, which pam beqacemb inye tdhfe aieler

Please state the requirements when placing the order.

ories, i.e.,

s pipes,

us types
for the initial

Accessories Main configurations and functions

Split/splitless capillary column injectatyri@deomenadlenitntdempedent
pneumatics (containing carrier gas controlk pepssmr® walee y,phitabac

ed to pre

Split/splitless capillary
column injector

he above

ree of charge. gas setting, inlet cleaning solenoid vaioe, coplitésipedtiepstimijeg prog!
GC5400-TCD Thermal Conductivity Detector, independent temperature cont

GC5400-ECD Electron Capture detector, independent temperature control
WIS0 In-built ehromato |\ it interface module+ work station software(PC exclluded)

-graphic work station

Wf50 dual-channel chromato

) Independent external dual-channel data acouisioifowabrexP€ vecick udtad
-graph work station

Rs232 communication board and software, linkimidesithvdVarky Station
communication with and inversion of control of the mainframe,

Software of
inverse of control

Unique chromatographic simulation softwaearphovgde$ tspm'tﬂaﬁed S
operating conditions for chromatograph, saimiige dknewatddge dadetr
of chromatograph, etc.

Simulation software




:
®
&

\

s W,

f "" SKyray Inﬁtrumnnt

RE A a

i

s L

L) I|l.|._1| arsn mARECa-fv @
w W aE &

1 o w
BE S [ EERLEL]

fw Skyray Instrument

aAllIsSUag pldEH d98138ld <<€

Skyray Instrument Inc.
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Braintree, MA USA 02184

Tel: 617.202.3879  Fax: 781.519.4766
Website: www.skyrayinstrument.com

N LG-310 PLUS

LC-310 PLUS Intelligent Full-Control Liquid Chromatographic System
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Skyray Instrument Inc. is located in the scenery Braintree Hill Park, in Braintree, MA and is a high-technology
enterprise specializing in the development, manufacturing and sales of analytical testing equipment in
spectroscopy, chromatography and Mass Spectrometry.

Skyray has built a strong reputation and has gained over 80% of the market share in XRF technology within
the past 5 years alone. Skyray Instrument has stepped up to a level of highly reputable equipment, with some
of the largest manufacturing companies entrusting us with supplying them with our analytical equipment,
Skyray has built a strong ever lasting reputation globally.

Skyray Instrument has recently joined the North American Market and wants to bring these low-cost,
precise analytical equipment to the North American Consumer and Manufacturing market. The company
possesses a first class expert management team, a strong Research Development Team, unparalleled
technology with over 50 patents and a reputable service team.

Skyray Instrument, as an industry technology leader, is constantly exploring the pinnacle of analytical field
and providing customers with more advanced products and more satisfied services, meanwhile, providing
more perfect solutions for electronics, electric appliances, jewelry, toys, food, construction materials,
metallurgy, minerals, plastics, petroleum, chemistry, medicine and other industries.

Halll/ ]
"E the high-boiling, involatile, easily decomposable when heated, high-molecular-weighted, and

/Mh H-FI"-.-'-L

Designing/Development/Manufacturing/Sale/Service

A lab assistant
you can depend on

Application Fields of

Intelligent Full-control Gas Chromatograph

Li_ The Intelligent Full-control Ligquid Chromatograph is designed to analyze

polarity-different organic compounds; bioactive substances; natural products; and synthetic or
natural macro molecular compounds. 80 % of the natural organic substances can be analyzed

with Liquid Chromatograph System. LC can be seen in pharmaceutical analysis, hygiene and
quarantine, environmental monitoring, agriculture, forestry, fishery, stockbreeding, manufacturing
industry, petrochemical, quality inspection, scientific study, water conservation system, etc.
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LC-310PLUS
Isocratic configuration with column oven

Easy analysis originates from

{
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LC-310 PLUS Liquid Chromatograph System
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LC-310PLUS
iIsocratic configuration
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LC-310 PLUS

Intelligently Digitalized Full-control Liquid Chromatograph System

Reciprocating dual-plunger parallel pump with improved stability and endurance

Novel design, easy-to-use and humanity concern

Excellence in every performance index, rival fo the foreign popular

The optical path employs the precise positioning structure

and the technology of heat insulation installation, offering

high precision, minimum drift and short period for stabilization.

All the parts are processed in the world leading CNC

(Computerized Numerical Control) center.

www.skyrayinstrument.com

al-time control

oy

- .

binary high pressure gradient configuration

Configurations:

.
—p
—
—_
-

Technical specifications of the pump:

Standard P100 high pressure constant flow pump

UV100 UV detector

77251 manual injector

Exformma Pronaos Series chromatographic column

WS100 workstation software

The above configurations

may vary upon users’ requirements.

O O O O O O AN

Flow rate Control Range: 0.001~8.999mL/min(step adjustable flow rate:0.001mL/min)

Flow rate stability deviation: 5r=0.3% RSD<0.006%

Specification Error S, S.<2% (Flow rate 1mL/min, pure water, pressure 5—~10Mpa, room temperature)

Pressure linearity and test accuracy: indicates pressure error smaller than 0.5Mpa (0—~42MPa)

Pulse pressure:=0.1MPa (Flow rate 1mL/min, pressure 5~ 10Mpa)

Airproof of pump: pressure 42MPa, time 10min, and pressure fall< 0.5MPa

Maximal operating pressure: 42MPa(flow rate: 0.001~9.999mL/min)

Dimension: 450mmXxX300mmx160mm (length x width x height)

‘Technical specifications of UV detector:

| O O O O O A Ay

Wavelength range: 180—680nm
Spectral bandwidth: 8nm

Wavelength indicated value error: = X 1nm
Wavelength repetitiveness: better than 0.1nm
Baseline noise: =2X10 5AU{Dynamic)
Baseline drift: =2X10 4AU(Dynamic)

Minimum detectable concentration: 1 X 10 8g/ mL (naphthalene/methanol solution)

Dimension: 450mmX300mmx160mm (length x width x height)

www.skyrayinstrument.com
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Your trusted Design of Check Valve
LC-310 PLUS pump
Check Valve

W) Controlled by microprocessor, the reciprocating dual-plunger

parallel pump offers high operating pressure, small pulsation,

good stability and simple operation. As the dual plungers deliver

solvents alternatively, the piston rod and the leather packing ‘ Dm100 Dynamic Mixer Co100 Column Oven

collar can work twice as long as those of commeon series pumps. With the world-class dynamic mixing Temperature control range: 5 Caambient to 80°C

technology, the mobile phase can be Temperature control precision: £0.1°C
T ——— The valve body, the diamond ball seat and mixed homogenously, making the tests Features: intelligent microcomputer control;
' more accurate and stable. accommeodating maximum of two

the diamond ball are integrated into a single

Main parts are processed In the world leading CNC center. The chromatographic columns

, , , unit, featuring simple structure and good sealing
fine workmanship and strict pressure test of every pump ensure | ,
capability. The unit enhances flow rate accuracy

it}
9 ‘eaxage happens. Freefo Use U of the pump and measurement precision of the B e i e e e e ']

system. Plus, it is easy to install and replace.

With the ground breaking digital switch system, the detector directly
ensitive and programmable  t{ransfers the digital signals to WS1000 work station, eliminating the

distortion and interference caused by multiple analog-to-digit conversions
LC-310 PLUS UV detector  of chromatographic signals of common UV detector.

The outstanding flow cell design significantly improves the technical

W) The pump has a function of process monitoring, where the

microprocessor controls the flow rate and monitors the solvent
pressure. It alerts and auto stops working when the pressure
exceeds the limit.

Design of Floating Guider

iIndexes of the instrument. The optical system adopts the precise
positioning structure with high accuracy and tiny deviation. As the heat
The floating guide mechanism extends the insulation technology is applied between D2 lamp and optical system,
lifespan of the piston red collar and delivers the period for stabilization is shortened and the influence the D2 lamp
has on the optical path minimized.

The preamplifier combines a high resolution A/D switch with a high

resistant and low drifting instrument amplifier. In routine analyses, the

dynamic range amounts to 106, ensuring the accuracy of the logarithmic
calculation.

-~

|
|
|
|
|
|
|
|
solvents stably in longer term. I
|
|
|
.

The following pump is at your option Traditional

Straight Hole Design

Superior performance guaranteed by high quality

LC-P310 Post-column Rinsing Pump
finish machining and patented technologies. e —

@J i Monochromator
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Innovative
Taper Hole Design

willlaecumuisie at pest column and calse

Mechanicalweannawhen not Ansed on time.

Post-column Rinsing Pump is the answer. The

double leather packing collars have longer | | Taper hole design in the flow cell improves 23.8%

Weal=0lil perfiod and extendea service life.. of the signal to noise ratio, dramatically enhancing
The heart of UV detector: flow cell

the measurement sensitivity.

Designhing/Development/Manufacturing/Sale/Service WWW. skyrayin strument.com










